
The Tilcor Shingle textured-finish tile captures the subtle look 

and charm of low-profile traditional shingles. With a Tilcor 

Shingle roof, you can eliminate the delaminating, lifting and 

general break-down caused by strong UV rays and high winds 

associated with other shingle roofs. With its exceptional 

durability, a Tilcor Shingle roof offers superior performance 

and all the advantages of stone-coated steel. Tilcor Shingle 

comes in a choice of natural weathered tones to recreate the 

visual appeal of timber, asphalt or fired-clay shingles.

Extensive research and development in the design process 

ensures every Tilcor product is manufactured to the highest 

quality with exceptional durability and strength. The tile 

profiles and roofing accessories are engineered to interlock 

and overlap to resist wind lifting and keep out the harsh 

elements. At less than 7kg/m2, a Tilcor roof is a ‘Lightweight 

Roofing System’, so considerable cost savings can be achieved 

during construction. The perfect replacement for your old 

existing roof, a Tilcor roof lets you improve the look and value 

of your home in a matter of days.

SHINGLE TEXTURED FINISH
The low profile appeal of shingle

All of Tilcor’s roofing products are fabricated from Zincalume® 

protected steel. Tilcor’s textured finish provides added 

protection by embedding natural stone granules in an acrylic 

base-coat. A final clear acrylic over-glaze is applied before 

being oven cured. This extremely durable UV-resistant coating 

enables Tilcor roofing products to withstand the harshest 

environments around the world.

Tilcor is ISO 9001 accredited. International test reports, 

appraisals and field results confirm our products are 100% 

waterproof, earthquake safe, fire resistant and able to 

withstand hurricane-force winds of up to 190kph (120mph). 

A Tilcor roof will not only safeguard your investment but will 

also give you complete peace of mind because it’s backed by 

a Tilcor warranty.

You will not find a more durable, versatile and attractive 

roofing product on the world market that will surpass Tilcor’s 

quality and affordability.

Minimum roof pitch: 20 degrees.
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* Warranties may vary depending on climatic conditions.
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UV Resistant
Permanent Beauty

Hurricane Force
Wind Resistant

Hail Resistant
Freeze/Thaw Resistant

Lightweight
Easy Installation

Fire Resistant
Earthquake Resistant

50 Year Limit
Warranty *

Tilcor Roofing Systems Ltd, Ph +64 9 299 9498 Fax +64 9 298 4114, Email info@tilcor.com, 1c Inlet Road, Papakura 2112, PO Box 72062, Papakura 2244, New Zealand. www.tilcor.com

1250mm/49”

250mm/10”

3.20/30

6.40kgs/128lbs

20.0 deg

SHINGLE SPECIFICATIONS

Fire Resistant
Earthquake Resistant

Lightweight
Easy Installation

Hail Resistant
Freeze/Thaw Resistant

Hurricane Force
Wind Resistant

UV Resistant 
Permanent Beauty

50 Year Limited
Warranty*

Acrylic Overglaze
Natural Stone Chip

Acrylic Base Coat
Primer

Zincalume
Base Steel
Zincalume

Primer

ACRYLIC OVERGLAZE

NATURAL STONE CHIP

ACRYLIC BASE COAT

PRIMER

ZINCALUME

BASE STEEL

ZINCALUME

PRIMER

Colour options

Ember

Walnut

Forest

Beechwood

Ashwood

Weathered Timber

Mesquite

LENGTH OF COVER

WIDTH OF COVER

TILES per m2 /sq

WEIGHT per m2 /sq

MINIMUM ROOF PITCH

Ebony

Slight colour variation can occur due to the stone chip being a natural product. Colours in this brochure are as close to the original as modern printing process will allow. 


